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THOR POLE LIGHTS       IP54

THOR  THO105
3000mm bollard
AISI 316L Grade stainless steel
Clear polycarbonate lens
230V 2G11 80W lamp
3000mm H x 140mm Dia
Base: 190mm Dia

Also available as:

THOR  THO205
2500mm bollard
230V 2G11 80W lamp

THOR  THO305
2000mm bollard
230V 2G11 80W lamp

THOR  THO106
3000mm bollard
230V 2G11 55W lamp

THOR  THO206
2500mm bollard
230V 2G11 55W lamp

THOR  THO306
2000mm bollard
230V 2G11 55W lamp

INDENT ONLY



ZUCH BOLLARDS       IP54

ZUCH 6010
1000mm bollard light
AISI 316L Grade stainless steel.
Etched glass lens.
230V G23 11W
1000mm H x 270mm D
Base: 110mm X 110mm

ZUCH 6006
600mm bollard light
AISI 316L Grade stainless steel.
Etched glass lens.
230V G23 11W
600mm H x 270mm D
Base: 110mm X 110mm
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Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.
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Showing MR223A/R1/TG

How the product code works:
MR223 = 230V G12 35W Metal halide
A = Adjustable light output
R1 = Round surface mount front ring
TG = Transparent glass

MARELL 22 INGROUND LIGHTS       IP67

AISI 316L grade stainless steel: Body, front ring and brackets
Tempered glass lens
2500kg Maximum weight
220mm x 220mm front face
Recess area: 180mm Dia x 290mm D
300mm Minimum drainage layer required

Lamp options:
• MR222 230V GX24d3 26W Fluorescent (‘S’ only: Not available as ‘A’ adjustable)
• MR223 230V G12 35W Metal halide
• MR224 230V G12 70W Metal halide

Front ring options:
• R1 Round surface mount front ring
• K1 Square surface mount front ring
• R2 Round recess mount front ring

Mounting options:
• MR220CA1 Recess cylinder for R1 and K1 surface mount front rings
• MR220CA2 Recess cylinder for R2 recess mount front ring

Lens options:
• TG Transparent glass
• SG Etched glass

Light output options:
• ‘A’ in the product code = Adjustable (i.e. a light output of
   40° which can be tilted ±25° and rotated through 360°
• ‘S’  = Symmetrical 100° light output (not adjustable)

KX1000 T-Junction box can be purchased separately for cascade wiring

Contact us to discuss your requirements, or visit 
www.inverlight.it  to view the range.

Showing MR224A/K1/TG 230V G12 70W 
How the product code works:

MR224 = 230V G12 70W Metal halide
A = Adjustable light output
K1 = Square surface mount front ring
TG = Transparent glass
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Marell anti-glare louvres available:



MARELL 13 INGROUND LIGHTS       IP67

AISI 316L grade stainless steel: Body, front ring and brackets
Tempered glass lens
1000kg Maximum weight
130mm x 130mm front face
Recess area: 110mm Dia x 200mm D
300mm Minimum drainage layer required

Lamp options:
• MR13D2 12V MR16 50W Halogen (Adjustable optics)
• MR13F1 230V GX53 7W/9W/13W Fluorescent (Not available in Adjustable)

Front ring options:
• T1 Round surface mount front ring
• K1 Square surface mount front ring
• T2 Round recess mount front ring

Mounting options:
• MR130CA1 Recess cylinder for T1 and K1 surface mount front rings
• MR130CA2 Recess cylinder for T2 recess mount front ring

Lens options:
• TG Transparent glass
• SG Etched glass

Light output options:
• ‘B’ in the product code = Adjustable (i.e. the MR16 lamp can be
   tilted ±25° and rotated through 360°
• ‘S’  = Symmetrical (not adjustable). MR13F1S has a 124° light output

Contact us to discuss your requirements, or visit 
www.inverlight.it  to view the range.

Example of ordering code:

MR13D2/T1/TG + MR130CA1 = 12V MR16 50W Adjustable Optics + Round Surface Mount Front Ring + Transparent Glass + Recess cylinder to suit

INVERLIGHT
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There are many other options available such as:
 - One, two, and three head wall lights
 - Many different lamp types: halogen, fluorescent, metal halide, LED

Contact us to discuss your requirements, or visit  www.inverlight.it  to view the range.

YUUKI WALL LIGHTS       IP67

YUUKI 20613/20641
1-Way Wall light
AISI 316L Grade stainless steel.
Clear tempered glass.
230V RX7s 70W Metal halide
240mm Dia x 140mm H x 335mm D

YUUKI 20623/20641
2-Way Wall light
AISI 316L Grade stainless steel.
Clear tempered glass.
2 x 230V RX7s 70W Metal halide
240mm Dia x 270mm H x 335mm D

YUUKI 20521/20543
2-Way Triple Wall light
AISI 316L Grade stainless steel.
Clear tempered glass.
6 x 230V GX24d2 18W
130mm Dia x 325mm H x 180mm D
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YUUKI POLE LIGHTING       IP67

YUUKI Pole lights
3600mm - 4600mm pole lights
AISI 316L Grade stainless steel.
Clear tempered glass.
Head size: 240mm Dia x 140mm H x 335mm D

There are many options available including one, two 
and four light models and many light sources and 
lamp types.

Contact us to discuss your requirements, or visit  
www.inverlight.it  to view the range.

YUUKI BOLLARDS

YUUKI 20611/20651
1-Way 1000mm Bollard Light
AISI 316L Grade stainless steel.
Clear tempered glass.
230V GX24q3/4 26W/32W/42W
Head: 240mm Dia x 140mm H x 335mm D

YUUKI 20611/20652
2-Way 1000mm Bollard Light
AISI 316L Grade stainless steel.
Clear tempered glass.
2 x 230V GX24q3/4 26W/32W/42W
Head: 240mm Dia x 140mm H x 335mm D

There are many options available
including many light sources and lamp types.

Contact us to discuss your requirements, or 
visit  www.inverlight.it  to view the range.

Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.
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Contact us to discuss your requirements, or 
visit  www.inverlight.it  to view the range.
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PARSIFAL WALL LIGHTS       IP54

PARSIFAL
2-Way wall light (or, 1-Way with 21418 accessory)
AISI 316L Grade stainless steel.
Frosted PMMA diffuser.
21411 230V G24q2 18W Fluorescent, or,
21412 230V G24q3 26W Fluorescent
300mm W x 80mm H x 200mm D

21418 Shutter accessory available to block light 
output in one direction.

YUUKI 24 CEILING LIGHTS       IP54

YUUKI 24 KVADRAT CEILING
AISI 316L Grade stainless steel.
240W x 240L x 135D

21731 230V GX24d3 26W
21732 230V 2x GX24d3 26W
21733 230V RX7s 70W Adjustable optics.
21740 230V LED 350mA 16W 4000ºK

YUUKI 24 CEILING
AISI 316L Grade stainless steel.
240Dia x 135D

21931 230V GX24d3 26W
21932 230V 2x GX24d3 26W
21933 230V RX7s 70W Adjustable optics.
21940 230V LED 350mA 16W 4000ºK



Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.
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Contact us to discuss your requirements, or 
visit  www.inverlight.it  to view the range.

FOLLOW ME INGROUND /  WALL LIGHTS

FM04 Wall light	 IP65
GX53 7W/9W/13W
AISI 316L Grade stainless steel.
15mm thick polycarbonate diffuser offering 360º light output. 
360º light output. 

130mm Dia x 65mm D
Recess area: 110mm Dia x 90mm D

Showing FM04/002

How the product code works:
FM04 = Wall light
002 = Grill front cover

FM02 Inground light       IP67
GX53 7W/9W/13W
AISI 316L Grade stainless steel.
15mm thick polycarbonate diffuser offering. 
360º light output. 
Max weight 1000kg
130mm Dia x 145mm D
Recess area: 110mm Dia x 145mm D

Image showing FM02/SFT

How the product code works:
FM02 = Inground light
SFT = Arrow front cover

Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.
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Cover options:


