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GIMBAL ALUMINIUM DOWNLIGHTS - CA RATING WHEN USED WITH HEAT CAN

#200 12V CABINET LIGHTS 
Plastic construction
Surface mounted: 65Dia x 25D
Recess mounted: 65Dia x 7D
Cut-out: 53Dia
Recess Depth: 15mm
12V JC G4 10W

45° Tilt,  360° Swivel
Front: 104Dia
Cut-out: 92Dia
12V MR16 50W or
230V GU10 50W

232-DL or
232-DL-GU10
White

232-DL or
232-DL-GU10
Brushed chrome

Brass

GIMBAL-HCA
Aluminium
71mm High
91 Outer Dia
88 Inner Dia

DOWNLIGHT ACCESSORIES

Showing 230V downlight conversion 
with heat can, post and connector box:

Downlight post with connector box for 
230V GU10 downlight conversions.
(A heat can is necessary to affix this 
with 126-DL-GU10 and 232-DL-GU10).

12V Lampholder
300mm cable
500mm cable

230V GU10 lampholder
300mm cable

GIMBAL-HCP
Perforated mesh
70mm High
91 Outer Dia
87 Inner Dia

232-DL or
232-DL-GU10
Silver

IP44 HALOGEN DOWNLIGHT - CA RATING
Ideal for bathrooms and showers
Excellent wide angle diffuse light output

FHS151		  IP44
White, Brushed chrome
Diffused glass
107Dia x 80H
Cut-out: 95Dia
12V JC GY6.35 50W (Burner lamp)

CONTRACTOR 10 PACK DOWNLIGHT KITS

12V lampholder prewired to transformer to save the electrician time
Translite ET60 60VA electronic transformer: Extra large terminals, C-Bus compatability 
Kandolite 12V MR16 3,000hr closed front lamp
Eurotech Lighting MR16 50W Downlight
Special packaging suitable for display purposes

or

TIP: When installing recessed downlights you must 
adhere to the clearances specified in the
accompanying installation sheet.

For example: A 233-DL MR16 50W halogen
downlight without heat can would require the
following clearances from any combustible materials: 
side clearance = 50mm, height clearance (from the 
top of the lampholder) = 100mm. When using a heat 
can (TILT-HCA or TILT-HCP) these distances can be 
halved (side clearance = 25mm, height clearance 
[from the top of the heat can] = 50mm). In this 
example, where the heat can is 73mm high and the 
ceiling is 10mm thick GIB - then the heat can will 
penetrate 63mm into the ceiling cavity and so with 
the specified 50mm height clearance off the top of 
the heat can this means a minimum ceiling cavity of 
113mm is required from the top side of the GIB (or 
123mm from the under side of the GIB). Obviously 
your ceiling thickness will dictate the distance the 
heat can penetrates the ceiling cavity.

(Combustible material
e.g. Timber ceiling joist, 
or, upper floor joist)(Combustible material

e.g. Timber ceiling joist, 
or, upper floor joist)

155mm

123mm

73mm

55mm

10mm
0mm (Underside of GIB)

10
0m

m

50
m

m

12V STAINLESS STEEL CABINET LIGHT

CABINET20W
Can be surface mount or recessed
Stainless steel: Brushed chrome, or White
Surface mounted: 75Dia x 24D
Recess mounted: 75Dia x 6D
Cut-out: 61Dia
Recess Depth: 17mm

Showing recess application (with 
surface mount base removed)

Showing surface mount application 
(with surface mount base attached)
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Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.

RECESSED BOX LIGHTS - OA RATING
Manual sliding clips: Only one pair of hands required for installation, even on larger models: Slide all clips as far up slot as possible. Remove lamp retaining ring 
from downlight. Insert downlight into cut-out. Put finger up inside the downlight, push out on the spring clip and slide down as far as possible.
Can be easily removed from ceiling without any damage to plasterboard. To remove: put finger inside downlight and push out on the spring clip and slide up.
Easy connection of one 60VA transformer per lamp, or one larger transformer per multi-light fitting.

RECESSED CYLINDER LIGHTS - CA RATING
Manual sliding clips: Only one pair of hands required for installation, even on larger models: Slide all clips as far up slot as possible. Remove lamp retaining ring 
from downlight. Insert downlight into cut-out. Put finger up inside the downlight, push out on the spring clip and slide down as far as possible.
Can be easily removed from ceiling without any damage to plasterboard. To remove: put finger inside downlight and push out on the spring clip and slide up.
Easy connection of one 60VA transformer per lamp, or one larger transformer per multi-light fitting.

RL6/1
Brushed chrome or silver
1 x 12V MR16 50W
98H x 110L x 110W
Cut-out: 90 Dia

WL6/3
Brushed chrome or silver
3 x 12V MR16 50W
105H x 290L x 110W
Cut-out: 275 x 100

WL6/4 1x4
Brushed chrome or silver
4 x 12V MR16 50W
105H x 380L x 110W
Cut-out: 365 x 100

WL6/1
Brushed chrome or silver
1 x 12V MR16 50W
105H x 110L x 110W
Cut-out: 100 x 100

RL6/2
Brushed chrome or silver
2 x 12V MR16 50W
98H x 200L x 110W
Cut-out: 2 x 90 Dia

WL6/2
Brushed chrome or silver
2 x 12V MR16 50W
105H x 200L x 110W
Cut-out: 100 x 185

WL6/4 2x2
Brushed chrome or silver
4 x 12V MR16 50W
105H x 200L x 200W
Cut-out: 190 x 190

BRUSHED ALUMINIUM DOWNLIGHTS & BLACK ALUMINIUM DOWNLIGHTS - CA RATING WHEN USED WITH B/HCP HEATCAN

BAS/3
Brushed aluminium &
Polished aluminium
Front: 94 x 260
Cut-out: 3 x 83Dia
3 x 12V MR16 50W

BA/1
Brushed aluminium &
Polished aluminium
Front: 91Dia
Cut-out: 83Dia
1 x 12V MR16 50W

BAS/2
Brushed aluminium &
Polished aluminium
Front: 94 x 178
Cut-out: 2 x 83Dia 
2 x 12V MR16 50W

BAS/1
Brushed aluminium &
Polished aluminium
Front: 94 x 94
Cut-out: 83Dia 
1 x 12V MR16 50W

BBS/3
Brushed Black &
Polished aluminium
Front: 94 x 260
Cut-out: 3 x 83Dia
3 x 12V MR16 50W

BB/1
Brushed Black &
Polished aluminium
Front: 91Dia
Cut-out: 83Dia
1 x 12V MR16 50W

BBS/2
Brushed Black &
Polished aluminium
Front: 94 x 178
Cut-out: 2 x 83Dia
2 x 12V MR16 50W

BBS/1
Brushed Black &
Polished aluminium
Front: 94 x 94
Cut-out: 83Dia
1 x 12V MR16 50W

4

B/HCP
Perforated mesh
83mm High
75 Outer Dia
72 Inner Dia

Closeup of
Brushed Aluminium

Closeup of
Brushed Black
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230V PENDANTS
Must use JD G9 60W lamp with ceramic base (see page 21)
Silver with Opal frost glass
2.0m Suspension cable
Ceiling Rose: 80Dia x 25H

NEW HALOGEN PENDANTS 
Brushed chrome cap and 1.80m braided stainless steel cable.
Use with either GERECESS Recess ceiling plate, or GEBTR-PL 
Surface mount plate (see above) - purchased separately.

SH258-OP
106Dia x 258H
12V JC 50W
Opal frost glass:
White, Blue,
Red, Green

SH185-OP
106Dia x 185H
12V JC 50W
Opal frost glass:
White, Red, 
Green

SH62-FR
130Dia x 69H
12V MR16 50W
12V JC 50W
Opal frost Glass:
White

SH69-OP
118Dia x 69H
12V MR16 50W
12V JC 50W
Opal frost Glass:
Red, Green

SH217
Cylinder Glass
Glass: 80Dia x 210H

SH390
Cocoon Glass Maxi
Glass: 110Dia x 400H

SH209
Witch Hat Glass
Glass: 140Dia x 215H

BTR-PL:
Antique brass.
100Dia x 44H
Suitable for use with ET50, or
186173 Transformer (see page 17)
- purchased separately

RECESS CEILING PLATES FOR HALOGEN PENDANTS  

GERECESS:
White, Brushed chrome, Brass.
Plate: 80Dia.  Cut-out: 50Dia
Recess depth: 54mm
Suitable for use with ET60, 186173, or 186072
transformers (see page 17) - purchased separately

SURFACE MOUNT FOR HALOGEN PENDANTS  

HALOGEN PENDANTS  -   WHILE STOCKS LAST 

Brushed chrome cap and a 1.7m braided stainless steel cable.
Use with either GERECESS Recess ceiling plate, or GEBTR-PL Surface mount plate (above) - purchased separately.

PL300
110Dia x 250H
12V JC 50W
Opal frost glass:
Blue

PL240
130Dia x 185H
12V MR16 50W
12V JC 50W
Opal frost glass:
Blue, Green

PL180
105Dia x 110H
12V MR16 50W
12V JC 50W
Opal frost glass:
Blue, Green

PL150
97Dia x 95H
12V MR16 50W
12V JC 50W
Opal frost glass:
Blue

PL989
Frost Glass
118Dia x 70H
12V MR16 50W
12V JC 50W
Frost Glass:
Blue

GEBTR-PL:
White, Brushed Chrome
100Dia x 44H
Supplied with 186173 transformer
(see page 17)

Showing recess
mechanism:

NEWNEW
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Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.

230V MR16 SPOTLIGHT BARS - SINGLE, DOUBLE AND TRIPLE

DUERO-230V-1
Brushed chrome
230V GU10 50W
Base size: 45D x 200L x 100W

TIP: Use with GU10 PRO3500 lamp 27% Brighter. Long life 4,000hrs

DUERO-230V-3
Brushed chrome
3 x 230V GU10 50W
Base size: 45D x 560L x 100W

DUERO-230V-2
Brushed chrome
2 x 230V GU10 50W
Base size: 45D x 330L x 100W

6

12V MR16 SPOTLIGHT BARS - SINGLE, DOUBLE AND TRIPLE
Aluminium backed lamps recommended to direct heat away from transformer housingmer 
housing

JENA-12V-1
Brushed chrome
Transformer included in base
12V MR16 50W
Bar size: 30D x 143L x 58W

JENA-12V-3
Brushed chrome
Transformers included in base
3 x 12V MR16 50W
Bar size: 30D x 575L x 58W

JENA-12V-2
Brushed chrome
Transformers included in base
2 x 12V MR16 50W
Bar size: 30D x 380L x 58W

ODESSA-12V-1
Brushed chrome
Transformer included in base
12V MR16 50W
Bar size: 30D x 143L x 58W

ODESSA-12V-3
Brushed chrome
Transformers included in base
3 x 12V MR16 50W
Bar size: 30D x 575L x 58W

ODESSA-12V-2
Brushed chrome
Transformers included in base
2 x 12V MR16 50W 
Bar size: 30D x 380L x 58W

TIP: Use with Super 5K lamp 30% Brighter. Long life 5,000hrs

12V MR16 SPOTLIGHT BARS - SINGLE, DOUBLE AND TRIPLE
Aluminium backed lamps recommended to direct heat away from transformer housing

TIP: Use with Super 5K lamp 30% Brighter. Long life 5,000hrs

12V MR16 SPOTLIGHT BAR -  WHILE STOCKS LAST
Aluminium backed lamps recommended to direct heat 
away from transformer housing

GALIZA-12V-1
Brushed chrome
Transformer included in base
12V MR16 50W
Bar size: 38D x 150L x 60W

WL1191-1
Chrome
Opal frost
JD G9 60W (Use ceramic base lamp)
Base: 70Dia

230V INTERIOR WALL/CEILING LIGHT - WHILE STOCKS LAST
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12V & 230V SPOTLIGHT BARS - SINGLE, DOUBLE AND TRIPLE

AVA-12V-1
Brushed chrome
Transformer included in base
12V MR16 50W
Base size: 30D x 143L x 58W

AVA-12V-2
Brushed chrome
Transformers included in base 
2x 12V MR16 50W
Base size: 30D x 380L x 58W

AVA-12V-3
Brushed chrome
Transformers included in base
3x 12V MR16 50W
Base size: 30D x 575L x 58W

MIA-230V-1
Brushed chrome
230V JD G9 Ceramic base 40W
Base size: 30D x 143L x 58W

MIA-230V-2
Brushed chrome
2x 230V JD G9 Ceramic base 40W
Base size: 30D x 380L x 58W

MIA-230V-3
Brushed chrome
2x 230V JD G9 Ceramic base 40W
Base size: 30D x 575L x 58W

Closeup of dual glass shade

NEW

230V FEATURE SPOTLIGHTS
Ideal as wall or ceiling mounted spotlights for retail applications:
Shelf lighting, or picture lights

TIP: Use with PRO3500 GU10 Lamps: 27% Brighter, Long life 4,000hrs 90°

60°

3531/1
- WHILE STOCKS LAST
Brushed chrome
230V GU10 50W
120W x 130H x 130D
Fixing area: 100W x 110H

3531/2
- WHILE STOCKS LAST
Brushed chrome
2 x 230V GU10 50W
300W x 130H x 130D
Fixing area: 280W x 110H

3531/3
- WHILE STOCKS LAST
Brushed chrome
3 x 230V GU10 50W
500W x 130H x 130D
Fixing area: 480W x 110H
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GE-BAR 12V 50W SPOTLIGHTS BARS - SINGLE, DOUBLE AND TRIPLE
Vossloh Schwabe 186173 10-60VA Transformer(s) included in bar (see page 17).
12V MR16 50W, or, 12V JC GY6.35 50W

TYPE: SINGLE SPOTLIGHT - NO SWITCH SINGLE SPOTLIGHT - SWITCHED DOUBLE SPOTLIGHT TRIPLE SPOTLIGHT

CODE: GEBAR88-1T GEBAR908-1T GEBAR88-1TS GEBAR908-1TS GEBAR88-2T GEBAR908-2T GEBAR88-3T GEBAR908-3T

BAR SIZE: 137L x 59W x 29D 137L x 59W x 29D 137L x 59W x 29D 137L x 59W x 29D 330L x 55W x 25D 330L x 55W x 25D 580L x 55W x 25D 580L x 55W x 25D

COLOUR:
White,
Brushed chrome, 
Antique Brass

White,
Brushed chrome,

White,
Brushed chrome, 
Antique Brass

White,
Brushed chrome,

White,
Brushed chrome, 
Antique Brass

White,
Brushed chrome,

White,
Brushed chrome, 
Antique Brass

White,
Brushed chrome,

GEBAR88-1T WH
White

GEBAR88-1T BCH
Brushed chrome

GEBAR88-1TS WH
White

GEBAR88-1TS BCH
Brushed chrome

GEBAR88-1TS AB
Antique Brass

GEBAR908-1TS WH
White

GEBAR908-1TS BCH
Brushed chrome

GEBAR88-2T WH
White

GEBAR88-2T BCH
Brushed chrome

GEBAR88-2T AB
Antique Brass

Also available: 
GEBAR88-3T AB
Antique Brass

GEBAR908-2T BCH
Brushed chrome

GEBAR88-3T WH
White

GEBAR88-3T BCH
Brushed chrome

GEBAR908-3T WH
White

GEBAR908-3T BCH
Brushed chrome

Showing some examples:

GEBAR88-1T AB
Antique Brass

GEBAR908-1T WH
White

GEBAR908-1T BCH
Brushed chrome

GEBAR908-2T WH
White

Please note: Changes are occasionally made to products by the manufacturer. We recommend any cut-outs or construction designed around any lighting be done with the products on site.
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BAR-1T & BAR-1TS & BAR-2T 12V 50W SPOTLIGHTS  -  WHILE STOCKS LAST
ET50 Transformer(s) included in bar (see page 17)
12V MR16 50W (Aluminium backed lamps recommended to direct heat away from transformer housing)
12V JC GY6.35 50W
Bar Size: 25D x 140L x 59W

BAR85-2T
Brushed chrome

G88 Glass Options:   Blue     White     Green

BAR908-2T
Brushed chrome

BAR85-1TS
With switch
White

BAR908-1TS
With switch
Brushed chrome

BAR85-1T
No switch
Brushed Chrome

BAR88-1T
No switch
Gunmetal
White glass

BAR908-1T
No switch
Gunmetal

BAR85-2T
White

BAR908-2T
Gunmetal

NEWGE-BTR 12V 50W SURFACE MOUNT SPOTLIGHTS  
Vossloh Schwabe 186173 Transformer included in base (see page 17)
12V MR16 50W, or, 12V JC GY6.35 50W
Base (transformer cover): 100Dia x 44H

GE88BTR 
White

GE88BTR 
Brushed chrome

GE908BTR 
White

GE908BTR 
Brushed chrome

TYPE: ROUND SURFACE MOUNT BASE

CODE: GE88BTR GE908BTR

BASE SIZE: 137L x 59W x 29D 137L x 59W x 29D

COLOUR: White,
Brushed chrome, 

White,
Brushed chrome,

TYPE: FLUSH MOUNT RECESS PLATE

CODE: GE88FM GE908FM

BASE SIZE: 137L x 59W x 29D 137L x 59W x 29D

COLOUR: White,
Brushed chrome, 

White,
Brushed chrome,

GE-FM 12V 50W FLUSH MOUNT SPOTLIGHTS  
12V MR16 50W, or, 12V JC GY6.35 50W
Plate: 80Dia.  Cut-out: 50mm.  Recess depth: 54m

GE88FM 
White

GE88FM 
Brushed chrome

GE908FM 
White

GE908FM 
Brushed chrome

TYPE: SINGLE SPOTLIGHT - NO SWITCH SINGLE SPOTLIGHT - SWITCHED DOUBLE SPOTLIGHT

CODE: BAR85-1T BAR88-1T BAR908-1T BAR85-1TS BAR88-1TS BAR908-1TS BAR85-2T BAR88-2T BAR908-2T

BAR SIZE: 140L x 59W x 
25D

140L x 59W x 
25D

140L x 59W x 
25D

140L x 59W x 
25D

140L x 59W x 
25D

140L x 59W x 
25D

360L x 49W x 
25D

360L x 49W x 
25D

360L x 49W x 
25D

COLOUR:

White,
Brushed 
chrome, 
Gunmetal

Gunmetal
Brushed 
chrome, 
Gunmetal

White,
Brushed 
chrome, 
Gunmetal

Gunmetal
Brushed 
chrome, 
Gunmetal

White,
Brushed 
chrome, 
Gunmetal

Gunmetal
Brushed 
chrome, 
Gunmetal

Showing some examples:
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12V 50W SPOTLIGHTS WITH TRANSFORMER FOR 230V TRACK    -  WHILE STOCKS LAST
Spot heads: White, Brushed chrome, Antique brass, Gunmetal.
TRF-T Transformer: White, Black (see page 17)
12V MR16 50W  (Aluminium backed lamps recommended to direct heat away from transformer)
12V JC GY6.35 50W
Showing some examples:

Blue;

White;

Green

G88 Glass:

230V TWO-WIRE TRACK AND ACCESSORIES    -  WHILE STOCKS LAST

W-239
Flexi-connector
White, black

W-240
Pendant adaptor
White

W-231
Live end
White, black

W-232
End cap
White, black

W-234
Straight connector
White, black

W-235
L-connector
White, black

W-236
T-connector
White, black

W-237
X-connector
White, black

W-210
1m Length of Two-wire track complete with 
W-231 live end and W-232 end cap
White

W-220
2m Length of Two-wire track complete with 
W-231 live end and W-232 end cap
White

G88T
Gunmetal,
White glass
Black transformer

G85T
White
White transformer

G908T
Brushed chrome,
Black transformer

G908T
Antique brass,
Black transformer

12V 50W FLUSH MOUNT SPOTLIGHT
Silver
12V MR16 50W
Plate: 80Dia

G908BTR 
Antique brass

G85 with R14 (see page 25) SilverG85BTR 
Antique brass

BTR 12V 50W SURFACE MOUNTED SPOTLIGHTS   -  WHILE STOCKS LAST
ET50 Transformer(s) included in base (see page 17)
Antique brass
12V MR16 50W  (Aluminium backed lamps recommended)
Base (transformer cover): 100Dia x 44H
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Cable L/W-4
25 Amp Live Wire cable
4mm2 cross sectional area. 4mm Dia.
Available per metre or 100m rolls

Showing example of
ML7060G1 Blue Live Wire system

WLP03B1
Pair of 100mm 
chrome
standoff posts

WLP03B15
Pair of 150mm 
chrome
standoff posts

WLP03B2
Pair of 200mm 
chrome
standoff posts

WLP01
Pair of 150mm chrome turnbuckle with
elbow 60mm off mounting surface
To install: wind out reverse thread section 
to maximum length, install cable hand-
tight, tighten grub screws, then tension 
by winding in reverse thread section until 
cable taught

Parts kit: 
Alternative option for cable installation:

WLP03BB
Pair of 200mm chrome 
adjustable corner support

WL001S Small horizontal bar light (No lamp)
Lamp can only be rotated to shine parallel to cable run
12V MR16 50W
Cable spacing: 170mm

WLM313 (No lamp)
Lamp can only be rotated to 
shine parallel to cable run
12V MR16 50W
Cable spacing: 147mm

Blue ML7060G1+GE88 Glass
White
Glass size: 85Dia x 62H

Green Yellow

VERSATILE INTERIOR
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LIVE WIRE 12V CABLE SYSTEM COMPONENTS 
ML7060G1 Single light only with frosted glass shade (No lamp)
Lamp can only be rotated to shine perpendicular to cable run
12V MR16 50W
12V JC GY6.35 50W
Arm length: 240mm
Glass size: 82Dia x 45H            


